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DELHI METRO RAIL CORPORATION LTD. 

 General Instruction : DMRC/SHE/GI/011/ILL/281105 

 
MINIMUM LIGHTING REQUIREMENTS 

 

S.N. Facility or Function 
Luminance – Ix 

(Im/ft
2
) 

1. Administrative areas (offices, drafting and meeting rooms, etc.) 540 (50) 

2. 

Construction areas 

- general indoor 

- general outdoor 

- tunnel and general underground work areas (minimum 
110 lux required at tunnel and shaft heading during 
drilling, mucking and scaling) 

 

55 (5) 

33 (3) 

55 (5) 

3. 
Access ways 

- exit ways, walkways, ladders, stairs 

 

110 (10) 

4. 

Maintenance / Operating areas / shops 

- vehicle maintenance shop 

- carpentry shop 

- outdoors field maintenance area 

- refueling area, outdoors 

- shops, fine details work 

- shops, medium detail work 

- welding shop 

 

325 (30) 

110 (10) 

55 (5) 

55 (5) 

540 (50) 

325 (30) 

325 (30) 

5. Mechanical/electrical equipment rooms 110 (10) 

6. Hoists, Elevators, freight and passenger 215 (20) 

7. 

Warehouses and storage rooms/area 

- indoor stockroom, active/bulk storage 

- indoor rack storage 

- outdoor storage 

 

110 (10) 

270 (25) 

33 (3) 

8. Health Centers and First aid stations and infirmaries 325 (30) 

9. Toilets, wash and dressing rooms 110 (10) 

10. Work areas – general (not listed above) 325 (30) 

11. Parking areas 33 (3) 

12. Visitor areas 215 (20) 

13. Laboratories 540 (50) 

 


